Resilent Seat Gate Valve

AWWA C509 NRS  DUCTILE IRON
Description
A_m__] Model Z45X
The resilient seated gate valve has a plain valve bottom allowing free passage }
forsand and pebbles in the valve. The pipe system will never be completely free
from impurities regardless of how thoroughly the pipe is pushed upon
installation or repair. Thus any metal wedge will eventually lose its ability to be 17
drop-tight. Valves meet ANSI/AWWA C509 standards for resilient seated gate i
valve. The valves are straight through bore without sealing groove and 16 |
absence of body seat so it improves the characteristic of fluids and reduces the 15
pressure loss in pipeline. The valves are suitable for using on pipelines of water
sewage, neutral oil and gas as opening and closing devices. | -
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Size 224 ®)
Class 125 ] ; § ..... — A A A
Design Meet and exceeds ANSI/AWWAC509 § §
FacetoFace ASMEB16.5 <D/ \ N\
EndFlange ASMEB16.5 @/ SHEDN
Test and Inspection ANSI/AWWAC509 ey
Suitable Water and Neutral liquids to max 180°F
Epoxy Coating Meet and exceeds ANSI/AWWA C550 @/ _
s
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Main Parts .
Cast Ductile Iron
o Part Naae Material England Standerd Dimensions
1 |Body Ductils Iron ASTM A536 65-45-12
7 |Resilient Vedge Ductile Tron + EPDM|ASTM A336 §5-45-12 + EPDM | L K ) b o=d | Do | W
3 |Vedge Skeleton Ductile Iron ASTM A536 65-45-12
4 | Vedge Nut Cast Bronze ASTM B62 2 117811205152 {15.9] 4-19 | 160 | 210
5 |Sten Stainless Steel | SS410 % 1901395178 [17.5| 4-19 | 200|237
6 | Gasket EPDM EPDM 3" 12031525 191191 4-19 | 200|274
7 | Bonnet Ductile Iron ASTM A536 65-45-12 122911905 | P9 123.9] 8-19 | 200 | 300
B | Ohing EPDM EPDU 5 [254] 216 |254[239]8-22 | 250(364
?_|Bolts Stecl ASTH 4307 B 6" [267]2415[279]25.4] 8-22 250 404
L m v 2922985343286 5-22 | 320 497
T — 7|l el 2
13 | (HRing EPDM EPDM .
14 |Gland Fol lower Ductile Iron ASTH 4536 65-45-11 14' |381) 476 |533) 35 |12-29] 450|882
15 | 0-Ring PO DM 16" | 406 |539.5(597|36.6|16-29| 450 | 956
16 | Dust Proof Cover EPDM EPDM 18" [432| 578 [635(39.7|16-32| 6401027
17 | Spindle Cap Ductile Iron ASTH 4536 65-45-12 20" [437] 635 |699]42.9(20-32] 640 |1106
18 |Bolt Steel ASTM 4307 B 24" | 5087495813 147.7|20-35] 640 1258
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